THE CORPORATION OF THE TOWNSHIP OF SABLES-SPANISH RIVERS

BYLAW NUMBER 2025-27

Being a Bylaw to Adopt an Entrance and Culvert Policy

WHEREAS Section 5(3) of the Municipal Act, 2001, S.0. 2001 c. 25 as amended, states
that the powers of a municipality shall be exercised by bylaw;

AND WHEREAS the Municipal Act, S.0. 2001, c. 25, Section 35, as amended, provides
that a municipality may pass bylaws removing or restricting the common law right of
passage by the public over a highway and the common law right of access to the highway
by an owner of land abutting a highway; '

AND WHEREAS the Council of the Corporation of the Township of Sables-Spanish
Rivers deems it necessary and desirable to regulate the construction and alteration of
entrances, private roads, or other facilities that permit access to Township roads and to
provide for the issuing of permits related thereto, by adopting the Township of Sables-
Spanish Rivers Culvert and Entrance Policy, attached hereto as Schedule “A” and forming
part of this bylaw;

NOW THEREFORE the Council of the Corporation of the Township of Sables-Spanish
Rivers ENACTS AS FOLLOWS:

1. THAT the Culvert and Entrance Policy attached hereto as Schedule ‘A’ to this
bylaw be adopted;

o

THAT this bylaw shall hereby repeal Bylaw 2017-31 and any other bylaw or
resolution which is not consistent with this policy;

THAT this bylaw shall come into force and take effect on third and final reading.

[F5]

READ A FIRST AND SECOND TIME THIS 23™ DAY OF APRIL, 2025.

READ A THIRD AND FINAL TIME AND PASSED IN OPEN COUNCIL THIS 231

DAY OF APRIL, 2025.

MAYOR ~ K. BURKE

CIQ o o

CLERK - A.WHALEN
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Policy Statement:

This policy has been established to ensure that the following criteria have been considered
and assessed for all new entrances or alterations to existing entrances within the Township
of Sables-Spanish Rivers.

1) Protection of the public through the orderly control of traffic movements onto

and from Municipal roads.

2) Maintenance of the traffic carrying capacity of the Township Road network.

3) Protection of the public investment in Township Road facilities

4) Minimizing Township expenditures on maintenance of private entrance ways.

5) Providing legal access onto Township roads from adjacent private property.

6} Ensuring that 911 Number are assigned to all new entrances.

Legislative Authority:

Section 35 of the Municipal Act, 2001 c. 25, as amended, provides that a municipality may
pass bylaws removing or restricting the common law right of passage by the public over a
highway and the common law right of access to the highway by an owner of land abutting
a highway.

Policy:
1. Establishment of New Entrance:
No persons shall construct or alter or cause to be constructed or altered any private
road, gate or other structure or facility that permits access to any municipal road, unless

such access has been approved by an authorized officer as evidenced by the issuance
of an access permit by the Township of Sables-Spanish Rivers.

2. Location of Accesses
The Township may restrict the placement of an access onto the Township Road in the
interest of public safety. New accesses must be located so as to provide:

(a) no undue interference with the safe movement of public traffic, pedestrians, or
other users of the highway.

(b) favourable vision, grade, and alignment conditions for all traffic using the
proposed access to the Township Road.

In general, new entrances will not be permitted at the following locations:

(a) along a lane which is identified for the purpose of an exclusive vehicular turning
movement.

(b) in close proximity to intersection.
(c¢) within daylight triangles at intersections.

(d) where the following minimum sight distance requirements are not met.




3. Speed Limit Minimum Sicht Distance

40 km/hr 70 metres
50 km/hr 135 metres
60 km/hr 165 metres
70 km/hr 180 metres
80 km/br 200 metres
90 km/hr 210 metres

4. Design Standards

Entrance Grade:
The finished surface of the access must drop away from the edge of the highway driving
surface at a slope of not less than 2% to at least the edge of shoulder rounding.

Type 1 - Field Entrance:

Shall be surfaced with at least 150 mm (6”) pit run gravel (Gran. “B”), and where a
culvert is required, its length must be sufficient to provide a 1:1 slope up from the ditch
invert to entrance width of 6.0 metres.

Type 2 - Residential / Farm Entrance:

Shall be surface with at least 150 mm (6”) crushed gravel (Granular” A™), and where a
culvert is required, its length must be sufficient to provide a 1:1 slope up from the ditch
invert to an entrance width of 6.0 metres.

Type 3 - Commercial / Industrial Entrance:

Shall be surfaced with hot-mix asphalt and where a culvert is required its length will be
dictated by the entrance design which will be site specific having regard for number and
type of vehicles expected to utilize the entrance.

Curbs and/or Headwalls:

No curb or headwall can extend above the surface of the roadway shoulder within the
limits of the shoulder and its rounding. All curbs and headwalls are constructed at the
sole expense and risk of the applicant.

Maintenance of Entrances:

Property owners having access to a Township Road are fully responsible for the
maintenance of the access including the removal of spow and ice and keeping the
portion of the access within the highway in a safe condition for vehicular traffic.

A culvert installed under the terms of the access permit shall become the property of
the Township upon acceptance of the work and all subsequent maintenance, repairs,
alterations, etc. shall be the responsibility of the Township.

Curb and Gutter:

Where curb and gutter exists at the location of the proposed entrance, the applicant will
be required to construct a curb cut at the entrance location if required. The existing
curb shall be removed and replaced using material acceptable to the Supervisor of
Public Works or altered in accordance with the Supervisor of Public Works’
requirements. The area between the curb and sidewalk is to be paved with hot-mix
asphalt, concrete or paving stones in accordance with the Supervisor of Public Works’
requirements. If there is no sidewalk, the entrance is to be paved a distance of 2 metres
behind the curb.

5. Number and Width of Accesses:

(a) It will be the policy of the Township Roads Department to limit the width of
accesses to discourage the construction of entrances wider than required for the safe
and reasonable use of the entrance.

(b) Limit the number of accesses to a property and in general conformity with the
following:

e Residences — one per property
e Farm Buildings — one per farm




e Farm Entrance — minimum one field entrance per farm with additional field
entrances where natural obstructions within the field prevent reasonable
access across the field

e Commercial/Industrial Entrance — two with a minimum spacing of 30 meters
between entrances

(¢) Exceptioms: Two entrances will be allowed for residential lots in the following

circumstances: 1. Corner lots;
2. Through lots;

Definitions:

1. Corner Lot means a lot situated at the intersection of, or abutting upon, two or
more public roads, provided that the angle of intersection of such streets is not
more than 135 degrees;

o

Through Lot shall mean a lot bounded on two opposite sides by a street. If any
lot qualifies as being both a “Corner Lot” and a “Through Lot”, as herein before
defined, such lot shall be deemed a “Corner Lot” for the purpose of this By-
law.

6. Culvert Pipe:

If a culvert pipe is required it will be the responsibility of the landowner to supply
the pipe at their cost. The Supervisor of Public Works will determine what size and
length of pipe and specifications are required.

7. Cost Recovery:

Property owners are encouraged to install their own entrances including necessary
drainage systems. Approval for installation is required PRIOR to any work
commencing. Work completed that is not at the required standard will be brought
to the necessary standard by the Public Works department. Work completed by the
Township will be billed back to the property owner at actual cost.

Fees and charges associated with provision of materials, equipment costs, and any
associated labour will be billed to the property owner at a full cost recovery rate.

8. Canrcellation of Permit:

Where the entrance has not been constructed and accepted by the Township within
six (6) months of the date of the Permit, then the Permit shall be null and void.

9. Unauthorized Access:

The Supervisor of Public Works is authorized to remove any unauthorized access
to the road allowance and restore the road allowance to original state

Byvlaws or Policies Repealed:

Bylaw 2017-31 Entrance and Culvert Policy




SCHEDULE “A”

APPLICATION FOR A NEW ENTRANCE
{Includes modifications to an existing entrance)

DATE:

NAME OF APPLICANT:

MAILING ADDRESS: TELEPHONE:
Res:
Bus:

Location of Proposed Entrance:

Read [ Street, Nearest street address or 911 Marker

Include a sketch of proposed entrance including (use additional paper if required);
o Approx. total length of frontage (also show buildings).
o Any other entrances to property.
o Distance between existing and proposed entrances including any nearby entrances on
other properties.
o Other features: i.e. intersections, curves, etc.




Township of Sables-Spanish Rivers
ENTRANCE PERMIT

Authority is granted to of
Owner / Applicant

Address . Postal Code Telephone

to construct a entrance to serve
Type

Lot Concession Township of ar

Lot Registered Plan No. Town/Village/ Township

on the side of the Township

Requirements for the Entrance:

Top Width m Surface Type

Length of Pipe m Diameter of Pipe mm

Special Conditions:

Date of issue:

Entrance Approval:

Date of Approval: per

Supervisor of Public Works
Township of Sables-Spanish Rivers




FOR MUNICIPAL USE ONLY

CHECK: Does the installed entrance meet municipal standards for construction and sight lines?

YES No

Installation by: Owner Municipal Staff

installation or Correction by Township {Installation at request of Property owner

Culvert

fsize) Corrugated Steel m
HDPE Pipe m
Couplers each
Aggregate "A" Type .
"B" Type m?
Fauipment Backhoe hrs
Tandem Truck hrs
Loader hrs
Pickup Truck hrs
tabour PW Supervisor hrs
PW Operator hrs
Other

Total Billable:

APPLICATION DATE {WMiM/DD/YYYY} | PERMIT VALID UNTIL (MM/BD/YYYY) APPLICATION: [] APPROVED D DENIED, by

N N T O TN O O T N B

LABOUR COSTS ["Tep |equiPmENT cOSTS []pp |MATERIAL COSTS Cleo

PRINT SIGNATURE




